
DiodeDiodeDiodeDiode    CableCableCableCable    MoldingMoldingMoldingMolding

ProductProductProductProduct    SpecificationsSpecificationsSpecificationsSpecifications
InsulationInsulationInsulationInsulation    materialmaterialmaterialmaterial PPE

RatedRatedRatedRated    currentcurrentcurrentcurrent 10A

RatedRatedRatedRated    voltagevoltagevoltagevoltage 1000V (TUV) & 600V (UL)

TestTestTestTest    voltagevoltagevoltagevoltage 6kV(50Hz,Imin)

TypicalTypicalTypicalTypical    contactcontactcontactcontact    resistanceresistanceresistanceresistance ≤5 mΩ

ContactContactContactContact    materialmaterialmaterialmaterial Copper,Tin plated

DegreeDegreeDegreeDegree    ofofofof    protectionprotectionprotectionprotection IP2X/IP67

SafetySafetySafetySafety    degreedegreedegreedegree    II
FlameFlameFlameFlame    classclassclassclass UL94-V0

MaterialMaterialMaterialMaterial    RTIRTIRTIRTI 110℃
AmbientAmbientAmbientAmbient    temperaturetemperaturetemperaturetemperature    rangerangerangerange -40℃ until +85℃
SuitableSuitableSuitableSuitable    cablecablecablecable    crosscrosscrosscross    sectionssectionssectionssections 2.5mm²/4.0mm²/6.0 mm²

Drawing:Drawing:Drawing:Drawing:

PartPartPartPart    No.No.No.No. ““““aaaa““““    ForForForFor        CableCableCableCable        SizeSizeSizeSize
M11250-001 2.5 mm² 
M11400-001 4.0 mm² 
M11600-001 6.0 mm² 
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